1880 mm

4330 mm. (1717)

SPECIFICATIONS / MODELS

PRODUCT DIMENSIONS Length

Width
ons) Height

PACKAGING MATERI.
{Depending un e machine vertion}

SPEED
{Max

FILM WIDTH CAPACITY
MAXIMUM ROLL DIAMETER
CORE DIAMETER
Voltage

ELECTRICAL CONSUMPTION
Installed power

PNEUMATIC CONSUMPTION
APPROXIMATE DIMENSIONS (LxAxH)

APPROXIMATE WEIGHT

ULMA e e speciication

the right to ch

80 - 600 mm, (3"-24")
100 - 350 mm. (4"-14")
2-130 mm, (0.1" - 5%)

Shrink Polyolefin,
Low Density Polyethylene,
BOPP, ...

Up to 150 packs / min.

{dependant o1 product characteristics and dimensions)

850 mm. (27.5")
350 mm, (11.8")
76+ 5mm. (3" £0.2")- 152 +5mm. (6" + 02")
230/400 V. three-phase +N +T 50/60 Hz.
4 kVA, at 400V
(Required for some versions and options)
4330 x 1470 x 1880 mm. (203" x 58" x 74")
1200 Kg.

With 50 years experience, we are the one of the world’s leading

manufacturers of advanced technological packaging equipment.

By embracing innovation in our core values, and by striving to provide
outstanding new solutions and services to our customers & prospective

customers, we hope to surpass their expectations.

The whole world is our market, thanks to our extensive network of

subsidiaries, distributors & agents.

For further information on ULMA PACKAGING products, please visit:

www.ulmapackaging.com
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FOV 400




FOV 400

Automatic inline feeder for reqular Long Dwell cross sealing system Infeed conveyor and forming box
products

lonizer for longitudinal sealing system

are 400 mm. wide. The system is powered by a brushless servomotor.

» The machine includes the “No product - no bag” function as standard. This
function avoids creating empty bags while the in-feed conveyor keeps running in a
continuous mode and hence optimizing the production.

» The control panel is equipped with a touch screen for the user/machine interface.
The screen uses very intuitive menus in a user friendly environment which allows a
quick setting and storage of the different parameters.

MAIN OPTIONAL ELEMENTS

» Mixture version designed to run shrink polyolefin film and Low Density Polyethylene
(LDPE) on the same machine, ideal for contract packers.

» Print registration photocell.

» Automatic feeding and indexing system for regular products.

» Wide variety of in-feed conveyor designs is available in variable lengths to accommodate
the required lay-out.

» Wide variety of friction feeders, labelling equipment, printing equipment,...

Double reel holder Touch screen control panel



